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China’s LE World’s LE
Innovation weaves dreams; LE accompanies your life.
Vending machine manufacturer

Sincere thanks for the purchase of our products, before you start to use this equipment, 
please read this manual carefully and understand the correct use of the machine, 
misoperation may occur accidents or dangers. Please keep this instruction manual in good 
condition and do not lose it.
If the contents change due to equipment improvement or improvement of this manual, 
please update it timely. There may be slight discrepancies between the contents of the 
manual and the real device, and changes to this manual will be made in a revision, which is 
distinguished by the number of titles updated.
If you find that there is a discrepancy between the instructions and the real equipment, or if 
any part of the instructions is unclear, please contact our company and resolve these doubts 
before use. If you do not understand these doubts before using the equipment, the direct or 
indirect damage caused by the user is at the user's own responsibility.
Copy rights announcement: Any form of reproduction of this specification, in whole or in 
part, is not permitted without the written consent of LE-VENDING. 
This product meets the standards of:
GB/T 4706.1-2005
GB4706.19-2008

Requirements of Environment
     1. Temperature: 4-38°C (indoors) 
     2. Humidity: below 90% RH
     3. Altitude: under 1000m (standard configuration)
     4. No Chemical Corrosion
     5. Indoor or Sheltered Places
     6. Mild Climate Only
     7. Legally Allowed Placement
     8. Keep the machine stable and not shaking during shipment.

Disclaimer: Failure to comply with the environmental requirements of our company, and all 
the consequences arising therefrom shall be borne by the user.
The products (equipment and accessories) shipped are manufactured in accordance with 
the laws and standards implemented in the relevant countries and regions and cannot be 
exported, sold or transferred to other destination countries with different laws and standards.
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1. Preface

Thank you for purchasing the Yile Shangyun Technology Intelligent 
Integrated Machine. Please read this instruction manual carefully before 
use to ensure the correct operation of the machine.
In order to protect your rights and interests, when unpacking and 
inspecting, please check the machine in detail for damage and missing 
accessories.
During use, if there are any problems, please contact us, we will do our 
best to serve you.

Contact：
www.levending.net    (86) 18969926723   (86) 18969926719
All components, control panels, operating software and background 
servers of this machine are owned by Shangyun Robot Technology Co., 
Ltd. Without the permission from the company, it shall not be imitated or 
copied. The product specifications and information mentioned in the 
brochure are for reference only and are subject to upgrades without 
further notice. This product is an indoor unit, do not use it outdoors in the 
open air. Dear customer, before maintenance or relocation of this 
machine, please unplug the power plug from the electrical outlet. If the 
strong power part of the device appears damaged, in order to avoid 
danger, the machine must be operated by the equipment manufacturer 
maintenance department personnel or professional electricians.
Before operating the machine, please confirm the equipment number and 
the corresponding accounts of payee, machine configuration, etc. in detail
If there are any discrepancies, please contact the Yile sales staff in time to 
assist in changing the information.

 

Type symbol

Suggestion Note

Injurious (to the body or machine) ！Caution

Dangerous (to the body or machine) ！Danger

！Caution

Please be sure to refer to this manual before using this product, and if you do 
not operate regularly or carefully in accordance with the requirements of the 
manual, you need to bear the consequences caused;
The consequences of setting recipes without authorization or damage caused 
to the machine and to any third-party consumers shall be borne by the user. 
Do not tear or remove the identification labels in the machine and equipment 
without permission.

5 6

 The cover image of this manual is an advertising illustration. Please refer to 
the actual product;

 The company reserves the right to update and improve any of the contents 
described in this specification, and if there is any change, please update it 
timely. Yile has carefully and strictly proofread the contents of this 
specification, but it is inevitable that there will be omissions, if there are 
omissions, suggestions and corrections are welcomed.

 Since this product is electrical equipment, in order to ensure the safety of 
your personal and property, please read the "Safety Precautions" before 
use.

1.1 About the Manual
This manual is Guiding documentation for authorized technicians to safely 
transport, install, set up, and maintain the machine.
Please refer to the separate chapters according to your needs, use the 
equipment as required, and clean and maintain the machine according to the 
guidelines.
Warning Signs Illustration

http://www.levending.net/


1.2 Precautions
 Unless supervised or instructed, it is not intended for those (including children) 

who are physically, perceptually or mentally impaired or lack experience;

 Children should not touch this device;

 This equipment is only allowed to be instal led in specif ic places by 

professionally trained personnel, please do not put inflammable and explosive 

materials such as spray cans in the equipment;

 Warning: When placing electrical appliances, make sure the power cord is not 

clamped or damaged;

 Warning: Do not place multiple portable outlets or portable power supplies 

behind the device;

 Cleaning and maintenance should not be done by unsupervised children;

 This equipment is not suitable for installation in areas where water sprayers 

are used;

 This equipment is only suitable for the food varieties specified in the 

instructions and ensures hygienic operation as required by the instructions. 

1.3 Wearing Parts

Note that even with normal use and maintenance, machines have parts that 

need to be replaced due to wear and tear.

Mainly suitable for mechanical parts and parts that work in high temperature 

and high pressure environment for a long time, such as plug seals,Back 

pressure spring, etc. In order to thank our customers for their support to the 

company, the defects and failures caused by wearing parts are confirmed 

according to the equipment warranty period, that is, the equipment is in the 

warranty period, and the wearing parts also enjoy the warranty service.

1.4 Disposal of Package

Equipment packaging materials include: PE bags, corrugated boxes, 

processed wood, EPE pearl cotton, plastic wrapping film. Please dispose of 

the packaging materials reasonably after the equipment is unpacked, and 

do not pollute and damage the environment.

1.5 Disposal of Scrap

In principle, the scrapped machine cannot be returned to the original factory 

(except for the negotiation with the original factory). The scrapped machine 

contains some materials and electronic devices that are harmful to the 

environment. Please dispose of it according to the standards of the relevant 

countries and regions. Do not dispose of it at will!
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2. About LE308 Series
 LE308E Smart Coffee Vending Machine(with water chiller)

 LE308G Smart Coffee Vending Machine(with ice maker)

2.1 Specifications of Coffee Vending Machine (LE308G)
●Dimension: (H)1930*(D)900*(W)890mm(include bar table)

●Weight：≈255kg，include ice maker

●Rated Voltage：AC220-240V/50Hz, rated power2200W，Standby power 80W

●Protection Level：IP11

●Screen：32 inches touch screen(10 fingers), RGB full color, resolution 1920*1080 max.

●Communication Interface：Three RS232 Serial port , 4 USB2.0Host, one HDMI 2.0

●Operation System：Android7.1

●Internet Supported：3G,4G Sim card, WIFI, one Ethernet port

●Payment Type：Wechat, Alipay(Scan face function), Shouqianba,ID card card, Scan 

gun.

●Water Supply Mode:By water pump, Purified bucket water (19L*1bottle）

●Cup capacity: Five cup holder, 30 pcs cups/holder, cup size: ø90，12 ounce.

●Cup Lids Capacity: single lids holder, capacity:100pcs (no detection)
！Caution

The height of the machine does not include the height of 4G and WIFI antenna, 
the height of the antenna is 200mm, please pay attention to the height of the 
point when selecting the point;
When the altitude of the machine using environment is higher than 1000m, it 
needs to be confirmed in advance, otherwise there will be deviations in the 
beverage output beyond the design index;
The function of the machine will be increased or decreased according to 
customer requirements, and the configuration of the machine is subject to the 
actual product.

●Water tank capacity：1.5L

●Bean canister: 6L(about 2kg，no detection)

●Canister capacity：4L*5 canisters

●Grinder:Particle thickless≈0.035-0.06mm

●Brewer: brewing capacity 13ml≈6.5g，brewing pressure 0.65±0.1MPa(visible)

●Waste box capacity：15L

●watse water bpx capacity:10L(has detection), sensing capacity≈9L

●Door lock: Electromagnetic lock, machanical lock.

●The way of taking the cup and taking the lid: the door to take the cup is automatically opened and 

closed, and the door to take the lid is manually opened and closed

●Sterilization system: time-controlled ultraviolet sterilization (air), UV ultraviolet sterilization (water 

source)

●Ventilation system: 120 type ball exhaust fan, the maximum exhaust air volume is 1m³/min (power on)

●Application Environment: Relative Humidity ≤ 90%RH, Environment Temperature: 4-38℃, 

Altitude≤1000m.



2.2 Specifications of Ice Maker
●Dimension: (H)1050*(D)295*(W)640mm

●Weight：≈60kg

●Rated Voltage: AC220-240V/50Hz or AC110-120V/60Hz, Rated Power 650W, Standby 

power 20W

●Protection：IP1

●Water tank capacity: 1.5L

●Ice bucket capacity:≈3.5kg

● Ice-making time for a full bucket: water temperature around 25°C <150 minutes, water 

temperature around 40°C <240 minutes

●Measurement method: Weighing, when the ice output error is more than 20g, it needs to 

be calibrated with a 200g weight

●Single ice output: minimum ice output 30g, maximum ice output 200g

●Compressor: Embraco

●Refrigerant:R404

●Function Detection: Water shortage, Ice full Detection, Ice release timeout detection, 

Gear motor detection

●Application Environment: Relative Humidity ≤ 90%RH, Environment Temperature: 4-

38℃, Altitude≤1000m
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Note

The functions of the machine will be increased or decreased according to 
customer requirements. According to the requirements of the order, the coffee 
machine may be equipped with an ice maker, ice water machine or storage 
compartment, and the size of the chassis will also be different. This manual 
does not serve as the configuration of the actual machine after leaving the 
factory. Standard, only used to introduce machine configuration and usage.

11

2.3 Specifications of Ice Water Maker

●Dimension: (H)650*(D)266*(W)300mm

●Weight:≈20kg

●Rated Voltage: AC220-240V/50Hz or AC110-120V/60Hz, Rated Power 650W, Standby power 20W

●Protection Level: IP1

●Cooling Type: Compressor, quench type

●Water flow：≈10ml/s

●Cooling temperature:  Inlet water temperature 25°C outlet water temperature 4°C; inlet water 

temperature 40°C outlet water temperature 8°C

●Messure method:Flow meter

●Single water output: minimum water output ≥ 10ml, maximum water output ≤ 500ml

●Compressor: Embraco

●cryogen：R404

●Detection Function:Application Environment: Relative Humidity ≤ 90%RH, Environment Temperature: 

>40℃, Altitude≤1000m



2.4 Views of Coffee Vending Machine (LE308G)

 2.4.1 Frontal View

2.4.2 Interior Frontal View
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2.4.3 Interior Back View 2.4.4 Circuit Diagram of Coffee Vending Machine
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2.4.5 Hydrographic Chart of Coffee Vending Machine 2.5 Views of Ice Maker

2.5.1 Frontal and Back Views of Ice Maker
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2.5.2 Lateral View of Ice Maker
 

2.5.3 Circuit Diagram of Ice Maker
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2.5.4 Hydrographic Chart of Ice Maker
 

2.6 Views of Ice Water Maker

2.6.1 Frontal and Back Views of Ice Water Maker
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2.6.2 Hydrographic Chart of Ice Water Maker
 

2.6.3 Annotations of Connectors on the Motherboard of the Ice Water 
Maker
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Port Function Explanation

CN1 220V Power 
Supply L: Fire wire   N: Neutral wire

CN2
Compressor 

and condenser 
fan control

N/No.1 pin: compressor and condensing fan in parallel OIG/No.4 
pin: compressor and condensing fan live wire in parallel Note: 

(main board terminal pin silk screen name)/(main board terminal 
pin serial number) Same example: N/1 pin

CN4 temperature 
sensor interface 　

CN5 water pump 
interface

Pump/pin 2: The pump motor is positive
24V/pin 1: negative of the pump motor

Note: The red dot of the water pump motor is positive

CN8 24 Power 　

CN10 Serial port 232 　

CN13 Flow meter and 
key input

3.3v/6 pin: the positive key of the flowmeter at the button end
No. 5 pin: the other end of the button 

1FWS/pin: flow meter signal pin

CN13 Flowmeter GND EWS/Pin 2: Ground for the flow meter
 (Remove R5, R22, C2 and short-circuit R5 or a line to ground)
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2.7 Software Function List
 

3.1 Powering off
Before the machine is shut down and powered off, the following inspections should be 
done first (especially the machines that will not be powered on in the near future after the 
power outage, such as the equipment is put into storage before leaving the factory, the 
machine stops operation and maintenance during holidays, etc.) to ensure that the 
machine is fault-free the next time it is turned on.
Empty the water tank (host and ice machine), drinking water in the boiler, and empty the 
ice cubes in the ice bucket of the ice machine;
●Please do a good job in cleaning the inside of the machine, and keep it dry and free of 
water stains. For example, the machine wiped with a wet towel must be
● Wipe it again with a dry towel, or open the door to ventilate and dry;
After cleaning the internal pipeline, clean the coffee bean bin, powder box, mixing bowl, 
brewer, water tray,
●Waste slag barrels, waste water barrels, and ensure that they are dry and free of water 
stains;
After the above content is completed, the industrial control can be turned off and the 
leakage protection switch inside the machine can be pulled down to turn off the power of 
the whole machine.。
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Note

The interface of the host machine software APP, the three interfaces of sales, 
video, and pictures, customers can enter the function menu to make changes 
according to their needs, such as advertising content and whether to display 
the advertising interface, drinking name, etc. For specific operation methods, 
please refer to Chapter 5 about the following. software section.

！Caution

Please pay attention to the water temperature and amount when draining, and 
choose a suitable container to avoid burns;
Try to ensure that there is no water stains on the surface of the cleaned and 
wiped objects, avoid mold, and confirm food safety;
Please pull the leakage protection switch when the power is off, not just the 
power plug.

Module Parts
Control or 

not
Notes

Machine 
configuration

Cup door √ × Automatic door opening and closing (electromagnet door 
lower computer control)

Infrared √ 
The upper computer configuration, the lower computer 
control

CUps √ × The upper computer controls the test to drop the cup, and 
the lower computer makes the beverage drop in the cup

Lids √ 　
Door Lock √ 　

General 
configuration

water 
temperature

√ 　

cleaning √ × The cleaning times and time of the upper computer, the 
lower computer controls the amount of cleaning water

grind beans √ ×
The upper computer controls the amount of water for 
grinding beans, and the lower computer controls the 
amount of beans

sugar √ 　
Ice maker Output ice √ 　

Recipw 　 √ 　

Faults 　 √ × The upper computer is only responsible for display, and 
the lower computer reports a fault

Payment

Mobile QR 
code √ 　

Cash √ Bill acceptor/coin changer, card reader are all 
controlled by host machine.

ID card and 
other payment 
method

√ 　

Sales Record 　 √ 　

Other set 　 √ 　

Input and output 　 √ 　

3. Package and Shipping



！Danger

The risk of unpredictability during long-distance transportation is high. The 
receiving personnel must check whether the receiving equipment is in good 
condition before signing the receipt (if there is any damage, please contact the 
transportation company to make a claim and notify Yile) to avoid unnecessary 
occurrences. dispute.

3.2 Package
There are three ways of packing the coffee machine: wooden box, wooden frame and pearl cotton, which can 
be freely selected according to the transportation distance and road conditions.
●A yellow mark should be pasted on the front of the packaged machine, and the complete information should 
be filled in;
●When packing, try not to pack machine parts inside the machine. If they must be packed with the machine, 
they must
  Pack it firmly to prevent the accessories from shaking inside the machine, damaging the accessories or 
hitting the machine when the machine is being transported.
  Internal spray coating;
●When packing the wooden box or wooden frame, make sure that the machine does not shake in the wooden 
frame or wooden box, so as to prevent the machine from being damaged during transportation.
  Emergency braking or poor road conditions cause the machine to shake and vibrate in the wooden frame or 
wooden box, causing the machine box
  or internal device damage.
3.3 Shipping
●The machine is transported vertically and firmly fixed to avoid violent shaking, vibration, collision and falling 
during transportation;
●The machine cannot be stacked during transportation, and items over 10kg should be stacked on the 
machine;
●If the machine falls down or is transported horizontally, it will take 48 hours after the machine is set up to 
pass through.
  After the power is turned on, please check whether the functions of the machine are normal;
●For long-distance transportation, it is necessary to cover the machine with a rain-proof canvas, or choose a 
box truck to avoid the machine
  Water or soaking due to weather during transportation may cause unnecessary damage.

4. Preparation

4.1 Unpacking and Placement
●Be careful when unpacking to avoid damaging the device. After unpacking, inspect the device 
for damage and clean it
  Click the random accessories and information, if there is any damage or missing, please contact 
the seller.
●Please dispose of the packaging materials reasonably after the equipment is unpacked, and do 
not pollute and damage the environment.
●After removing the outer packaging, place the machine on a flat hard surface smoothly, adjust it 
with a 22-24 open-end wrench.
  Tidy the floor (standard floor: the door will not automatically open if there is no external force 
after the door is opened 80-100°
  open and close or close), and ensure that the machine is on the ground, the universal wheel is 
suspended to prevent the machine from falling behind.
  Displacement due to touch.

 

●After the machine is placed, use the No. 6 L-shaped national standard Allen wrench to 
unscrew the screws, and loosen the upper and lower two pieces of the door.
  Fixing plate, do not take off the fixing plate after loosening the screws, rotate 180° and 
continue to fix it on the box.
  Do not lose the two M8 screws on the top and bottom of the door, and use a wrench to tighten 
them on the original screw holes. solid
  Please refer to the figure above for the position of the fixing plate.

Top and bottom gate fixing plate

22-24 open-ended spanner
6 L-shaped national standard 

hexagonal wrench
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4.3 To Add Water
●This machine can hold 3 barrels of 19L barrels of drinking water. In the standard 

configuration, the water pump of the coffee machine corresponds to two barrels of water.

  The water pump of the ice machine corresponds to 1 bucket of water. If there is no ice 

machine or the ice machine is disabled, only 2 buckets of water need to be placed.

●Open the waste water bin door and place the waste water bucket on the left, close to the 

water level sensor at the back, and place the ice bucket on the left side.

  It is placed on the right side of the waste water bucket, and the opening of the bucket is 

aligned with the opening of the ice discharge channel.
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！Caution

There should be at least 15cm space on the back and left and right of the body, 
and at least 1m wide space on the front.
Can receive stable 3G and 4G signals or have WIFI coverage.
The power of the power supply should not be less than 2200W, and the power 
supply should be well grounded.
If the machine needs to be transported later, please put the upper and lower 
fixed plates of the gate back to their original positions before unpacking, 
otherwise the bumps and vibrations of the machine during transportation will 
cause the machine gate to sag or break the electromagnetic lock hook.

！Caution

When placing the bucket, please pay attention to the fact that the water pump is 
not folded, which will cause the pressure to damage the pump, and at the same 
time ensure that the immersed tube is placed at the bottom of the bucket.
Please place the water pipe with the overflow pipe label in the back bucket to 
prevent the overflow water from flowing in the machine and on the ground where 
the scene is placed when the float switch of the water tank is damaged.
If the waste water bucket is not close to the water level sensor, the waste water 
will easily fill the water bucket. Do not forget to place the outlet of the waste water 
drain pipe in the waste water bucket.

Waste water 
box Ice BucketWater height 

sensor Ice output pipe

4.2 To Open the Front Door
●The mechanical lock version can directly open the door of the machine with a key. 

If it is an electromagnetic lock version, it needs to be opened with a key.

  Door, pull the wire tension spring on the right side of the water tank and the right 

side of the lower water pump below, and open the electromagnetic lock of the door.

  For details, please refer to 2.5.3 Internal Back View.

●After the machine opens the door, check whether there are bulk accessories inside 

(in principle, no bulk accessories are placed inside)

  , if there are accessories inside, please take out the accessories and assemble or 

place them in the correct position. specific placement and

  For installation, please refer to 2.5.2 Interior Front View or 7.3 Cleaning and 

Maintenance Guidelines.



4.4 To Load Powder

●Hold down the cup drop assembly, press the latch lock button, and then 

turn the latch lock to the left to open the cup drop set;

●The formula materials of the coffee machine include coffee beans, milk 

powder, black tea powder, white coffee, chocolate, sugar six

  The customer can also change the powder according to the custom 

formula (please refer to Section 5.4.3 for details on the custom formula

  section Software Settings section);

●The direction of the discharge nozzle of the material box is adjusted as 

shown in the figure below, and it is aligned with the mixing cup. Do not 

arbitrarily use the mixing cup corresponding to the material box.

  Adjustment;

●After adding powder and coffee beans, don't forget to place the waste bin 

under the brewer.
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Bean 
canister

MilkBlack 
powder

White 
coffee

Sugar

Chocolate

Nozzle

Mixing bowl

Waste box

！Danger

After operation and maintenance, please pay attention to the direction of the 
discharge nozzle. The order of the material box and the mixing cup 
corresponding to the discharge nozzle must be consistent with the software 
settings, otherwise the water and material will not be in the same mixing cup. 
The drinks sold are boiled water, and the powder is blown around by the rear 
exhaust fan, or the stirring cup is blocked the next time you make a drink.

bolt lock
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4.5 To Load Cups and Lids

●The capacity of the single-pass cap dropper is 100pcs, and the capacity of 

the 5-barrel dropper is 150pcs (ø90 diameter 12 oz.

  Division) Please add the lid and cup according to the amount, close the 

warehouse door, and cover the lid of the cup;

●Check whether the sliding cup path is clean and tidy without foreign matter, 

turn the cup blocking piece, and observe whether the cup blocking piece is 

returned to normal.

  Please adjust the weight of the cup stopper. Check whether the water box 

is in good condition, whether there are missing parts or shaking;

●Don't forget to press back the latch lock, fix the drop cup assembly, and 

check whether the sealing ring of the top post of the water receiving box is 

pushed up.

  Open, if not open, the water box will accumulate water and overflow.

 

                                                                                                                      

                                                                                                            

                                                                                                             
                                                                                                                

The door of lids holder

Cup Holder 
Cover 

Cup holder

Cup 
Pathway

Cup stopper

water box

top post

bolt lock
Tip:
 For a large amount of 
adjustment, you need to 
open the wing nut for 
adjustment. Generally, 
you only need to adjust 
two hexagon socket 
screws.

butterfly nutHexagon 
socket screws

！Danger

When adding lids and cups, it is necessary to carefully check that the lids and 
paper cups are not seriously deformed or folded. When adding cups, do not add 
or squeeze the stacked paper cups, otherwise it will cause the lids and cups to 
be stuck. After the cup is stuck, the whole machine will stop selling, and 
operation and maintenance personnel need to go to the site to troubleshoot 
manually.
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4.6 To Connect to the Internet and Power up

●Take the antenna out of the snap-button ziplock bag stored in the 

instruction manual, and screw the antenna through the top of the box to 

secure it in the sky.

  On the cable holder, there is one 4G and one WIFI antenna, please do not 

miss it;

●Find the 4G card SIM card slot of the industrial computer, and install the 

pre-made IoT card in the card slot of the industrial computer;

●If you use the WIFI network, please press the MODE button of the 

industrial computer for 3s after turning on the computer, exit the coffee 

software, find the setting icon of the Android system, click the setting, and 

find the WIFI in the network setting after entering, select the network name 

after opening, and enter the password to complete the connection. , click to 

start the software with Le APP, and pay attention to whether the software 

displays the settings in full screen.
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Notes:
Please confirm that the content of Chapter 4 has been completed before the 
leakage protection switch is powered on.
After the software is started, the machine will automatically reset to detect the 
current state, and the pump will automatically pump water. For the first 
pumping, the machine needs to fill the water tank and the boiler. At this time, 
please wait patiently. After the water filling is completed, you need to enter the 
software operation and click the exhaust (1000ml) on the coffee test interface 
to ensure that the boiler is full of water and no pressure.
The orange-yellow fault light at the mouth of the cup will flash when pumping 
water, and the fault light will turn off when the pumping is complete.
When you turn on the machine for the first time, please make a drink normally. 
After confirming that there is no abnormality, the installer can lock the door and 
leave.

Screenshot of upper right 
corner of chassis and gate

Screenshot of the upper 
right corner of the chassis

Leackage protection 
switch antenna

Antenna pedestal

MODE button

SIM card 
slot



5. About Software

A vending machine (hereinafter referred to as a coffee machine) is a machine that can 

automatically sell goods according to the coins put in. The current coffee machine supports 

a variety of cash and non-cash payment methods, and is a common device for commercial 

automation. It is not limited by time and place, and can save manpower and facilitate 

operations and transactions. It is a brand-new form of commercial retail, also known as a 

24-hour micro supermarket. The coffee machine consists of hardware and software. This 

chapter mainly describes how to use the network version software.

5.1 Software Installation

The operating system of the sales software on the coffee machine is the Android system, 

and the installation package is xxx.apk. The software has been installed and tested before 

leaving the factory, and no additional operating parameters need to be set. If you need to 

change the parameter values ​​of each function item, please refer to this manual. Program 

factory installation steps:

●Copy the installation package to the U disk, and insert the U disk into the USB port of the 

industrial computer;

●Open the file management software on the industrial computer and find the installation 

package copied into the U disk;

●Click the installation package, the installation prompt will pop up, select the installation, 

after the installation is complete, start the coffee machine software or restart the device.

 

                                                                                                                      

                                                                                                                

                                                                                                             

                                                                                                                

The sales interface displays 
drinks that are fully configured 
and available for customers to 

choose and sell. Click the 
upper left corner of the sales 

interface, the small lock icon in 
front of the device number will 

pop up a password prompt 
box, enter the set password to 

open the cabinet door.

Selling interface

5.2 System Function

The coffee machine software is mainly divided into two parts, the first part is the sales page 

and the production process, which is mainly aimed at consumers. The second part is the 

parameter setting and testing part of the machine, which is mainly aimed at factory production 

inspection personnel, after-sales maintenance personnel and professional operation and 

maintenance personnel belonging to the coffee machine operator or the operator. The content 

of the second part is more professional, and relevant personnel must read it carefully.

5.2.1 Purchase Procedure
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●In the sales interface, click the corresponding drink to purchase;

●The purchase process is as follows: Click on the drink -> select sugar and 

ice interface -> payment interface -> drink preparation interface -> make 

successfully, take the cup -> drop the lid. See the following for each 

operation interface:  
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Sugar and ice selection interface

In the sugar and ice 

selection interface, 

slide the progress bar 

to select sugar and 

ice, select it and click 

the "OK" button

Payment interface

In the payment 

interface, select the 

corresponding 

payment method to 

make a drink 

immediately after the 

payment is successful

Drink making interface

Drink making interface, 
drink making

Cup taking prompt interface

After the beverage is 

made, remind the 

customer to take a cup

Cover falling interface

In the cover dropping 
interface, if you need a cup 
cover, click Yes, otherwise 

click Cancel. The customer will 
choose to cancel the cover 
dropping automatically after 
the countdown ends without 

any action

Please take a cup

Cancel Yes

Do you need a cup cover?

cappuccino

sug
er

Ice 
cube

s

Back
(46s) sure

cappuccino

Select Payment 
Method

pay 
by 

AliPay

WeCh
at Pay

Alipay face 
brush

Back
(196s)

Making…



5.3 To Enter Settings Mode
The software background needs to touch the mode key of the industrial computer to enter the 

setting function interface. Please refer to section 4.6 for the position of the mode key.

5.3.1 Introduction to the Settings Page
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Setting interface

See the following 
chapters for the 

detailed operation 
of each sub 

function under the 
setting interface.

The setting interface mainly includes the following contents:

● return to the sales interface: click the "return to the sales interface" button in the upper left 

corner of the above figure to restart the program and return toSales interface;

● equipment number: the unique number of the machine, which cannot be modified and needs to 

be checked in detail;

● machine configuration: the factory configuration of the machine cannot be modified under the 

guidance of non professionals;

● payment method: purchase payment method selection, supporting multiple payment methods;

● coffee test: drink making test and machine hardware equipment component test;

● coffee name, formula and price configuration: set the drink name, formula and price 

configuration;

● remaining cups: used to display the remaining cups of the current machine on the sales interface;

● version: current hardware version information and software version information;

● fault information: display the fault information of the machine, and automatically eliminate the 

fault information when the program is restarted;

● sales data statistics: beverage sales data within 3 months;

● MDB test: coin machine, note machine, Naya card reader, Mei card reader and upt1000f-

Test interface of castles card reader;

● other configurations: advertisement, display of goods on the sales interface, production of 

prompt tone, saving log, clearing cache

Restore the configuration and operation related to factory settings;

● import and export: import and export of beverage formula and machine configuration, import of 

commodity pictures and advertising resources;

● operator and payee: after connecting to the network, the current operator and payee information 

will be displayed on the device. Please check carefully to avoid capital loss;

● exit: exit the vending machine software and enter the standard industrial computer Android system 

desktop.

Back to 
buy settings

Equipment number:00000000007 version

Fault information

Coffee test

Payment method

Remaining cups: Whether to use

Sales data statistics

MOB test

Other configurations

Machine configuration

Coffee name, formula, price configuration

Import, export

Quit

Operator: Hangzhou R&D Operation, Payee: Yile R&D Department (Yile collects 
payment)



5.4 To Enter the Configuration Page

Click the machine configuration button under the setting interface, the 

display page is shown in the following figure, and the password input prompt 

interface pops up. The password is set to 352356 when the machine leaves 

the factory. Enter the password before entering the machine configuration 

page. The password of the setting page can be changed by the user. Do not 

forget it after changing.

Password input prompt interface

Note

If you forget to change the 
password, you will not be 
able to set it again, and you 
will not be able to retrieve 
the password. You can only 
restore the factory settings, 
and then reconfigure. This 
work is professional and 
tedious. Please protect your 
password.

5.4.1 Introduction to the Configuration Page

Machine configuration interface

The machine configuration interface mainly includes the following contents:

● basic configuration: the basic configuration for normal operation of the 

machine, see section 5.4.2 for details;

● general parameters of coffee and material box configuration: water 

temperature, cleaning, material box configuration, see section 5.4.3 for 

details;

● advanced password: advanced password modification (default 352356), 

direct modification;

● language: program language modification (English is modified by default).Please enter password

password

Cancel Sure

Machine configuration Save&return

basic configuration

General parameters of coffee and configuration of powder box

Advanced password

language Chinese
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5.4.2 Basic Configuration
The basic hardware configuration of the coffee machine has been configured 

with parameters before the machine leaves the factory. Only professionals or 

under the guidance of professionals can modify it. If the hardware is not 

changed, it cannot be modified at will.
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Basic configuration interface

● configuration of cup taking door: there are two kinds of cup taking door: electric door 
and electromagnet mechanical door, including cover falling, cup falling and cup falling detection 
red
It is controlled by the upper computer software app (except for special individual customized 
models);

● cabinet door electronic lock: select the electromagnetic lock of the door, and use the 
local password function box: tick the password to open the cabinet door lock
It is a local password, and the cabinet lock password set in the background will be used if it is not 
checked;

● refrigeration mode: three kinds of ice making machine generation II, ice water machine 
generation I and ice water machine generation II can be selected. The selection needs to match 
the hardware. The machine has been configured before delivery, and the hardware configuration 
cannot be modified without change;

● automatic ice discharge function: the ice in the ice machine may melt if it is not used 
for a long time, and then the ice will condense, resulting in
When drinking ice, the ice cannot be discharged normally, so it needs to be discharged at a fixed 
time every day. Just check whether it is used or not
Check the radio box to turn on this function, and then set the time and duration of ice discharge;

● consumers' choice: consumers can choose the amount of ice according to their 
preferences when buying drinks. The premise is to be configured in the drink formula
The default ice quantity of each drink and the optional ice quantity of customers;

● currency configuration: select the currency and corresponding symbol charged when 
selling drinks, and the default is RMB;

● serial port configuration: the communication serial port configuration between the 
program and each hardware. The machine has been configured before leaving the factory. 
Please do not change the hardware
Modified. The standard configuration is that serial port 2 is connected to the payment system, 
serial port 3 is connected to the main drive board, and serial port 4 is connected to the ice 
machine;

● U disk path: the U disk path of the industrial computer. The machine has been configured 
before leaving the factory. Please do not modify it.

basic configuration SAVE&BACK

Machine configuration

Cup door 
configuration

Controlled by the cup door application

Infrared configuration

Cup drop controlled by application

Cover drop controlled by application

Cabinet door electronic lock

Electric door Solenoid 
door

Cooling method

Currency allocation

Serial port configuration

U disk path

Automatic ice discharge 
time (00:00~23:00) duration

Consumer optional

Currency abbreviation (RMB: domestic, EN: 
foreign)

currency symbol

coffee serial port

Ice machine serial port

MDB serial port

ID card reader

Use ice removal time
ice maker second 

generation

use or not



5.4.3 General Specifications and Settings of Coffee Vending Machine ●Beverage making temperature: It can be adjusted by yourself. When the 

temperature is lower than this temperature, the sales of beverages will be suspended. When 

the temperature rises, the sales will be automatically started and the temperature will be 

displayed. By default, the temperature is displayed on the sales interface. If you don't need to 

display it, you can tick the selection box.

●Cleaning setting: It can be cleaned according to the number of cups, it can also be 

cleaned regularly, or both functions can be used at the same time.

●Toner box setting: divided into the number of forehearth and optional forehearth, the 

number of powder box, the machine has been configured at the factory and cannot be 

modified. The optional feeder is the powder box that consumers can choose. The standard 

configuration is sugar, that is, the material box 5. If the software setting and the machine 

material box are misplaced, it will cause serious consequences, please pay attention to the 

feeding tips in section 4.4. Download the name of the material box. At present, the name of the 

material box can only be downloaded from the new retail platform on the computer side. It 

needs to be edited on the computer side. For detailed settings, please refer to Chapter 6, 

Coffee Machine Background.

●Sugar configuration: The powder formulation configuration of the feed channel can be 

selected, and sugar is used as an example in this manual; the sugar formula consists of 5 

grades of formula dosages for use in beverage formulations; consumers can also choose the 

dosage according to their preferences when purchasing, but need to Check the Consumer 

Optional radio box, and check the amount of sugar on the sugar and ice selection interface.

General parameters of coffee and configuration interface of material box

！Caution

When setting the water volume and the sugar output time of the candy box, pay 
attention to the addition or subtraction of the water volume will affect the final drink 
volume. Setting too much water volume will fill the cup. The ratio of sugar output time 
to water output is 1s:10ml. The sugar output time cannot be greater than the water 
output time. Otherwise, the mixing cup will be blocked or the powder will stick to the 
mixing cup, and the next drink will be too sweet.

General parameters of coffee and configuration of powder box SAVE&BACK
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temperature for making beverages

Display 
temperature

Minimum 
temperature

Maximum 
temperature

cleaning

Powder box setting

Clean by the 
mumner of drinks Current number of drinks Empty times Number of drinks

Clean by time

Number of 
boxes

optional 
box

optional 
box name

suger Download the 
box names

bean box

box1

box2

box3

box4

box5

name

name

name

name

name

name

suger

coffee 
beans

Box name

Amount of suger water volume(ml) Powder discharge time(s) stirring duration(s)



5.5 Names, Recipes, Pricing of Beverage
After setting the general coffee parameters and material box configuration interface, click the 

save & return button in the upper right corner, the coffee name, recipe, and price configuration 

page will pop up, as shown in the figure below. (for example, sugar is used here), price, and 

the number of decimal points in the price. You can also add drinks and download drink 

recipes. The detailed operations are as follows.

●Return/Save: return to the previous page, save the setting content, after 

setting the formula, please save it first and then return;

●Add beverage: add beverage types in the list, such as beverage 1, 

beverage 2, etc.;

●Number of decimal points in the price: The beverage price on the sales 

interface is displayed to several decimal places. There are four options: 

default, 0, 1, 2;

●Download and update all beverages: configure beverage recipes on the 

new retail platform of Eileen, and the names of beverages cannot be 

repeated. It needs to be edited on the computer first. For detailed settings, 

please refer to Chapter 6, Coffee Machine Background.
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Coffee name, recipe, price configuration

Coffee name, recipe, price configuration back save

Add drinks
The number to keep 

after the decimal 
point of the price

default Download update 
all drinks

Drink1  name

Drink4  name

Drink5  name

Drink6  name

Drink7  name

Drink8  name

Drink2  name

Drink3  name

Black  tea

Latte Macchiato

Condensed Macchiato

Latte

Cappuccino

Latte Macchiato (strong)

Hot chocolate milk

Ice 
cubes

Ice 
cubes

Ice 
cubes

Ice 
cubes

Ice 
cubes

Ice 
cubes

Ice 
cubes

Ice 
cubes

suger

suger

suger

suger

suger

suger

suger

suger

price

price

price

price

price

price

price

priceItalian coffee



Beverage recipe detailed setting 
interface

5.5.1 Introduction to the Settings for a Beverage

●Check box: For drinks that are checked, the check box is blue, and the drink will be displayed 

on the sales interface; for drinks that are not checked, the check box will be gray, and the drink 

will not be displayed on the sales interface;

●Name: the name of the beverage sold on the sales interface, such as black tea, cappuccino, 

etc.;

●Ice volume: The default ice volume is 0g, and the maximum can be set to 200g. The volume 

set in parentheses corresponds to the ice selection volume on the sugar selection interface. The 

optional range is 30-200g, the minimum value is 30g, and the maximum value is 200g. The 

setting cannot exceed this range;

●Sugar content: The sugar content of this drink is zero by default, and the specific value of the 

percentage that can be selected by the customer corresponds to the sugar setting in Section 

5.4.3;

●Price: The price is the price displayed on the sales interface and finally charged to the 

customer to buy the drink;

●Order/Delete:          Click on the order to adjust the order of drinks. The top drink corresponds 

to the front of the sales interface. Click Delete to delete the drink.

5.5.2 To Set a Recipe

In the beverage recipe detailed setting interface (as shown in the figure above), 

click the > symbol to enter the beverage recipe setting interface. In the beverage 

recipe interface, you can configure and modify the ingredients, water volume, 

powdering time, and stirring time of the beverage. This setting involves beverage 

taste and equipment failure rate, please confirm carefully whether you 

understand it;

●Sequence: The check box under the sequence column is divided into blue and 

gray, blue indicates that the sequence step is selected in sequence 1 on the right 

side of the check box, and sequence 2... means that the software of the upper 

computer is packaged and sent to the lower computer for execution In order to 

save the drinking time, the bean material and the powder material have no 

sequence before and after the machine simultaneously grinds beans, brews and 

mixes the powder material;

●Ingredients: The selection of ingredients can only be selected from the 

configured material boxes. The ingredients of a drink can be selected individually 

or multiplely. The current device supports up to 5 ingredients;

Water volume ml: the brewing water volume corresponding to the ingredients, 

the unit of water volume is ml, the flow rate is about 12ml/s, the converted water 

discharge time must be greater than the subsequent discharge time (can be set 

in the range of 0-400);

Black tea
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！Caution

For example, when the device user sets the recipe by himself, considering that the 
maximum ice volume selected by the user is 200g, the water volume set in the 
beverage ingredients interface should not be greater than 250ml, otherwise the paper 
cup will overflow and affect the customer's purchasing experience.

Beverage ingredient setting interface

！Danger

Do not set the water output and powder feeding time arbitrarily. The time calculated 
by the water output according to the flow rate of 12ml/s should not be less than the 
powder feeding time value. If this rule is violated, the mixing cup will be blocked in 
mild cases, and in serious cases, the powder accumulated in the mixing cup will be 
drawn to the back of the machine by the exhaust fan, floating over the chassis, 
causing serious consequences.

Note

The water output corresponding to the coffee beans is the brewing water volume of 
the brewer. The recommended water volume for a single brew is 50-60ml, which 
corresponds to the grinding capacity of the brewing powder cartridge (6-7g), and the 
water volume is less than 50ml. When the coffee powder is not sufficiently extracted, 
when it is more than 60ml, it will occupy the stirring water of the instant powder 
(except for American coffee without instant).
The setting of the beverage formula is related to the taste, cost, customer experience 
and equipment stability of the beverage. It is recommended to use the original 
formula. If it needs to be changed, it is best to provide powder, and the ratio value will 
be provided after testing by the manufacturer's professionals.

●Powder discharge times: the rotation time of the powder discharge motor. Please refer to 

Section 5.5.3 for the powder output per second of the powder discharge motor. Please note that 

the rotation time of the powder discharge motor must not be longer than the water discharge time, 

otherwise it will cause powder accumulation and blockage in the mixing cup;

●Stirring durations: Under normal circumstances, the water outlet valve and the discharging 

and stirring motors work at the same time, and the working time of the stirring motor is subject to 

the longer working time of water outlet or discharging. If a 1s stirring delay is set, the stirring motor 

will continue to rotate for 1 second after the water or material is discharged, and so on. The longest 

delay can be set to work for 25.5 seconds.

save & backDrink 5 (Cappuccino) Ingredients

order

order1

order2

order3

order4

order5

Ingredients Water(ml) 
volume(0-400)

Powder time 
s(0.0-25.5)

Stirring duration 
s(0.0-25.5)

Box 2 (Milk)

coffee beans



5.5.3 Common Recipe
For the types of commonly used ingredients and the measured powder data, please refer to 
the following table:

Commonly used powder

Suger Foam milk Black tea chocolate Sweet orange 
powder

Test record form

Powder 
name

Powder discharge time(s) m e a n 
value1s/g1s/g 3s/g 5s/g

Suger 4.26 3.97 5.02 12.63 13.0
1

13.4
8

21.3
8

21.3
8 21.22 4.6±0.3

Foam  
milk 2.48 2.84 2.80 8.20 7.94 8.20 12.9

1
13.3

3 13.62 2.5±0.3

Black tea 3.26 2.89 2.93 8.62 8.70 8.51 14.3
9

14.2
3 14.40 2.9±0.3

Chocolate 3.32 3.16 2.89 9.25 9.25 9.26 14.8
4 15.3 14.92 3.0±0.3

Sweet 
orange  
poeder

3.60 3.70 3.62 11.06 11.0
9

11.1
0

18.6
9

18.6
1 18.48 3.6±0.3

Note

The test equipment is brand-new. The test ambient temperature is 25 ℃ and the 
humidity is 60%. The old equipment may have errors due to the decrease of motor 
speed.

5.6 Payment Method
The payment method should match the hardware. The software part mainly supports free, cash, 
Alipay face, Alipay, wechat, pick-up code, UnionPay, cash bar, visa card payment, ID card 
payment, and third-party payment.

● Payment mode: the payment mode is divided into free mode and payment mode. Tap the 
tick box to select the mode. free
The mode is mainly used for equipment testing and customer experience;

● Cash: only equipment with cash payment function can be used. Cash payment consists of two 
parts: coin machine and note machine
Cheng, the coin machine is mainly used for change. Usually, you should keep appropriate coins in 
the equipment, otherwise you can't make change. Customers buy it in cash, but you can't make 
change. The banknote machine is mainly used to receive banknotes. The denomination of 
banknotes received needs to be confirmed before placing an order, and the software cannot be 
set. For details, refer to the settings of banknote machine and coin machine;

● Alipay face brushing: Alipay face brushing payment is an optional option, and the device 
needs a face brushing camera to support this function;

● Alipay: the face-to-face payment function needs to be opened on the Alipay open platform, 
and personal Alipay cannot be opened,
It needs individual businesses or enterprises to open. After opening, according to the official 
instructions of Alipay, the payment will be
The number is configured to the payee in the background of the operator;

● Wechat: you need to open the native payment function (ordinary business version) on the 
wechat business platform, and your personal account has no
It can only be opened by individual industrial and commercial households or enterprises. After 
opening, according to the official instructions of wechat, it will be paid
The payment parameters are configured to the payee in the background of the operator;

● Picking up code: the picking up code function requires customers with technical 
capabilities to develop two interfaces according to the manufacturer's standards and specifications
Two interfaces are configured on the coffee machine to realize the function of picking up code;
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● UnionPay: UnionPay commerce uses the UnionPay code scanning 

payment channel, which supports Alipay, wechat and all banks supported by 

UnionPay. To open this function, you need to contact the local UnionPay 

business department. When opening, you should contact the UnionPay 

business headquarters, and clearly inform the UnionPay payment interface of 

Hangzhou Yile company;

● cash bar: aggregate payment platform, where combined payment includes 

Alipay and wechat. Operators with this function need to contact the equipment 

manufacturer to apply for a cash bar account. Please provide your personal ID 

card and bank card for collection (it is recommended to use the four major 

banks);

● visa card payment: mainly used in foreign countries. At present, only nayax 

card reader, Mei card reader and upt1000f castles card reader are supported;

● ID card payment: the ID card function requires the support of ID card 

scanner. At the same time, log in to the ID card background to generate the 

merchant number, and configure the merchant number and key to the operator 

platform to realize the ID card swiping function. For the specific generation of 

merchant number and key, please refer to the relevant chapters of the ID 

management background instruction manual in Chapter 6, coffee machine 

background;
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Payment method interface

Note

The payment method has been set when the equipment leaves the factory. After 
receiving the machine, the customer only needs to change the password of the 
entry page of the payment method (or do not change it). If you change the wechat 
Alipay collection account, you need to contact Yile and provide relevant certificates.

● third party payment: connect with companies with technology development 

capabilities and open up online and offline payment channels through payment 

interfaces; The payment icon is placed in the specified folder according to the 

instructions in import and export; At present, it supports six third-party payments: 

four QR code payments, one POS payment, and one ID card payment. The 

technical implementer needs to develop according to the standard interface.

.

Payment method save & back

Payment mode Free mode Payment mode

cash

Alipay face brush

Alipay

WeChat

Pickup code

UnionPay

collect money

Credit Card Payment (VISA)

ID card payment

Third party payment

Banknote & Coin 
Device Configuration



5.7 Test of Coffee Vending Machine
The coffee test page is mainly used for production testing and later maintenance, repair and testing.

Coffee test interface

On the purple background at the top of the coffee test interface, the configured beverage types are displayed. In the green 
background part in the middle of the interface, the split action of each functional component of the coffee machine is 
displayed. The current water temperature , water volume and fault information of the equipment can be seen in the white 
background at the bottom of the interface. The black background part can see the serial communication status and the 
operation and feedback information of the coffee machine.

●Powdering electromagnet: Click the button, the powdering electromagnet will bounce off (the 
electromagnet will reset itself after the bounce), and the ground coffee powder will fall into the powder 
cartridge;
●Water pump (100ml): Click on the water pump to test pumping water to check whether the water 
pump is working normally;
●Exhaust (1000ml): test whether the boiler is full of water to prevent the boiler and solenoid valve 
pipelines from being pressurized;
●Cleaning the brewer: the brewing head is placed at the bottom, and the upper and lower heads 
and the powder cartridge are washed out with water;
●Clean all: clean the brewer, mixing cup and corresponding water pipeline;
Open the cabinet door: test the electromagnetic lock of the cabinet, click the button, the 
electromagnetic lock will work once;
Door lock open: take the cup electric door test button, click the button to take the cup door to open, 
the door frame indicator light shows red;
Door lock closed: take the cup electric door test button, click the button to take the cup door to close, 
the door frame indicator light shows green;
Cup drop: the test button of the cup drop device, click the button, the cup drop device will drop a cup, 
and the cup barrel will be automatically switched if there is no cup;
Drop cap: the cap drop device test button, click the button, the cap drop device will automatically drop 
a cap;
●Drop stick: drop spoon test, (only 308B model has this function), click the button to automatically 
drop a spoon;
●External mouth movement: move the mouth test button, click the button to move the mouth 
forward to the maximum stroke;
Built-in mouth-moving: the button to test the mouth, click the button to move the mouth back to the 
original position;
Ice output: ice machine test, set the ice output on the right side of the button before the test, and the 
ice output setting must be within the range of 30g~200g;
Ice discharge: discharge the stored ice in the ice bucket of the ice maker, set the ice discharge time 
before discharging the ice, a bucket of ice is 9 minutes full, and the time required to discharge all the 
ice is ≈90s;
●Peeling: professional function keys, without professional guidance, private operation is strictly 
prohibited;
●Calibration: For calibration of the load cell, a 200g weight or an equal weight object should be 
placed on the ice bucket before calibration;
●Reset device: restart the main control board of the lower computer of the coffee machine without 
power failure;
●Reset the ice machine: restart the main control board of the lower computer of the ice machine 
without power off.

Function button introduction:
●Make a drink: Select a drink in the interface, click the make drink button, and the device will perform operations 
according to the set recipe of the drink;
Grinding motor: the motor button, the coffee machine grinding motor works, the powder measuring switch feedback 
signal or the work time out, the grinding motor stops working;
●The brewing motor is placed on the top: when the brewing motor is placed below (the top of the brewing head is 
in the powder cartridge), click the button, the brewing motor is placed on the top, and the brewing head is reset;
Bottom of the brewing motor: when the brewing motor is placed on the top (the top of the brewing head is not in the 
powder cartridge), click the button, the brewing motor is placed below, and the top of the brewing head is pressed 
into the powder cylinder;

Coffee test (this interface is for testing only, please be gentle!) back
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Grinding 
motor

Brewer 
motor up

Brewer 
motor down

Electromagnetic 
valve

Water pump(100ml) Exhaust(1000ml) Clean brewer Clean all

Open cup 
door

Close cup 
door Fall cup Fall lid Fall stick Moving nozzle 

out
Moving nozzle 

in

Ice out Ice empyting correctIce net weight

Execut results

2020-10-16 13:45:58.241 coffee machine connect state:ture
2020-10-16 13:45:58.251 ice machine connect state:ture

Current water temperature:                ℃
     Max.water temperature:                ℃ 
     Min. water temperature:                ℃
        Surplus water volume:                 ml
                          Error code:
                    Current action:
                                 Result:
                     Machine state:
          Current configuration:
              Ice machine status:
    Ice machine temperature:               ℃
                 Ice maker results:
         Ice machine electronic:          
Ice machine electronic scale:               g

                        Refresh time: 

Make drinks

reset device

All 
malfunctions

Reset ice 
machine



5.8 MDB Test
The MDB test page is mainly used to test the banknote, coin, and VISA card swipe tester 
for production or modification machines. Non-professional guidance is inoperable.

5.9 Other Settings

●Advertisement configuration: The advertisement is not activated by default, it needs to 
be set in the figure below, and the resources must be imported, see section 5.9.1 for details;
●Sales products (1-10): The arrangement matrix of drinks on the sales interface, with a 
maximum of 10 columns, which are automatically arranged in rows according to the set 
columns and the number and sequence of drinks;
●Prompt sound (start to make beverage and beverage production complete): Click the 
check box to select on or off the prompt sound after starting to make beverages and 
beverage production;
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Other configuration interface 5.9.1 Settings for Advertisement

●Save log: save the log of the program usage process within 3 days, this function is temporarily 
enabled by default;
●Clear cache: clear the cache in the sales process;
●Restore to factory settings: Non-professionals are not allowed to use it to restore part of the 
machine's configuration.

Ad configuration interface

●Sales advertisement: display on the sales interface, only supports vertical screen, not 
horizontal screen, and only supports video advertisements;
●Standby ads: When no one buys, display stand-by ads, support picture rotation and video;
●Drinking advertisements: When making drinks, display drinking advertisements, support 
picture rotation and video;
●Ad image rotation interval (s): If the advertisement uses the image rotation mode, you can 
set the rotation interval of each image;
●Waiting for standby time (s): If standby advertisement is used, you can set how long to 
display the advertisement if no one operates.

Other configuration save & back

Advertising configuration

Sales of goods(1~10)

Prompt sound (start making drink and finish making drink)

save log

List

clear cache
0.00KB

factory reset

save & backAdvertising configuration

Sales advertising

Standby advertising

Drink advertising

Advertising picture rotation interval (s)

Standby time (s)

video

none

none

Image 
Carousel

Image 
Carousel

video

video



5.10 Import and Export 5.11 Update
Display the coffee machine driver version, the ice machine driver board, the local 
program version, and the latest server program version.
Program upgrade: When the latest program version of the server is higher than the 
local program version, an upgrade interface will pop up automatically. If the 
upgrade is clicked, click the "Yes" button to start downloading the program. After 
the download is complete, click Install. After the installation is successful, restart the 
whole machine.
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Other configuration interface

●Import configuration: To reduce the tedious and repetitive configuration, you only need to 
configure one machine first, and other identical machines can use this function and the import 
configuration function to configure a machine immediately. First, insert the U disk into the USB 
port of the industrial computer, and then click the export configuration on this interface to 
export the configuration in the program (packet configuration, sugar formula, coffee formula, 
temperature configuration, cleaning configuration) to the U disk. Only the vending machines of 
the same model and the same program can perform mutual import configuration and export 
configuration;
●Export configuration: export the configuration on the vending machine of the same model and 
the same program to the U disk (the above content), then insert the U disk into the USB port of 
the industrial computer, and finally click import configuration on this interface;
●Import videos and pictures: Import videos and pictures used in the sales process. For specific 
requirements, please read the instructions on the interface.

Version and program upgrade interface

Note

If you do not understand the software settings and use, or have any questions that are 
omitted in this manual, please contact our professionals for inquiries, or operate under 
the guidance of professionals. Please understand the inconvenience caused by this, 
but do not set up the test by guessing, so as to avoid data loss and damage to parts 
and other losses.

Import and 
Export

back

Export the 
configuration

import the 
configuration

Import videos and 
pictures

Version

Coffee machine driver version:yile_308D_vs1.0_20190625

Ice machine driver version: yile_ZBJ_vs2.6_20190708C

Native program version: 1.0.5

Server latest program version: 1.0.5



6. About New Retailing Platform

       The main functions of the retail platform include: online management of     operation and 
maintenance equipment, real-time viewing of data reports, generation of replenishment data 
at any time, formulation of procurement plans, monitoring of equipment status, out of stock, 
accurate fault warning, real-time analysis of sales data, commodity ranking, and dynamic 
display. This chapter mainly describes the use of the network version of the coffee machine 
operating platform.
       The new retail platform of Yile includes two types of vending machines and coffee 
machines. This chapter mainly introduces the settings and operations of the coffee machine 
background. On the computer connected to the Internet, open the browser and enter the 
network address: http://ylvm.levending.net/ylvm/login.jsp Click the Enter key, then the login 
interface will pop up, enter the user name and password on the login interface, Log in to the 
web version of the operation and maintenance background (the user name is the email 
account provided by the customer when purchasing the device, and the initial password is 
000000). If you forget your password, please click Forgot Password in the upper right corner 
of the login interface and reset the login password through your username and email address.

    

Steps after successful login:
●Log in to the background, modify your own password first in the personal center modify 
password module;
●Add the collection unit in the collection unit module, and configure parameters such as 
Alipay and WeChat (this step is not required for merchants using the collection bar);
●In the device management-my machine module, configure the payment unit of each 
device (the merchants who use the payment bar do not need this step);
●Add powder in the powder module;
●Add recipes in the coffee recipe module;
●Download the recipe on the device, set the payment method, and you can sell normally.

6.1 The Home Page of New Retailing Platform
The homepage of the platform is divided into two parts: the operation functional area on the 
left and the data statistics of the currently logged-in account on the right. For details, see the 
picture on the homepage of the platform. According to the clicked function button, the 
display content on the right is automatically covered, detailed display and sub-function 
operation. The operating functions of the background are mainly divided into the following:
●Personal center: The personal center is mainly divided into two parts: password 
modification and log information, see section 6.2 for details;
●Payment unit: add, edit, delete, and modify the relevant information of the collection 
account, see section 6.3 for details;
●User management: It is mainly divided into two parts, operator list and user list, see 
section 6.4 for details;
●Equipment management: mainly divided into, my machine, equipment status, equipment 
distribution details, generating replenishment list,
   There are five parts of the disconnection record, see section 6.5 for details;
Equipment electronic lock management: modify the electromagnetic lock password of the 
equipment, and view the equipment door opening log, see section 6.6 for details;
●Sales records: It is mainly divided into five parts: sales success records, sales failure 
records, Alipay transaction orders, WeChat transaction orders, and cash flow records, see 
section 6.7 for details;●Sales statistics: Sales statistics include many main
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●Sales statistics: Sales statistics include many main categories, such as hourly sales statistics, daily 
sales statistics, monthly sales statistics, top ten commodity lists, top ten equipment lists, payment method 
statistics, commodity statistics, and current profit statistics, see section 6.8 for details. ;
●Push: It is mainly divided into push management and push record, see section 6.9 for details;
●Coffee recipe: It is mainly divided into two parts: recipe management and powder setting, see section 
6.10 for details;
●BUG and Suggestions: User feedback loopholes and improvement suggestions found during use, see 
section 6.11 for details.

6.2 Personal Center
●Password modification: modify the platform login password, the password length is 6 to 15 digits, and a 
combination of letters, numbers and special symbols can be used.
●Log information: Display the login information, operation information, time of login and operation, and 
login IP of the account.
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6.3 The Settings for Pay Unit

        When there are many independent payee units under one account, in order to facilitate the 
search, at the top of the page, you can perform a fuzzy search based on the name of the payee 
unit and the APPID of WeChat or Alipay.
There are function buttons at the bottom of the search bar. When deleting, adding, or deleting a 
payee unit, you must ensure that the online operating equipment under the unit has been 
migrated to the name of another payee unit or disabled.
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Add payment unit page

Payee setting page

Note

Customers who use the collection bar do not need to set up a collection unit, but only 
need to provide the photo of their ID card, the address of the opening bank and the 
bank account number to the sales staff.

6.3.1 To Add a New Pay Unit

Click the Add button on the pop-up Add Payee Unit page. On the page, 

according to the gray prompt in the blank box, fill in the corresponding 

information such as unit name, address, contact name and contact number into 

the box, and submit the information after filling in. .
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6.3.2 To Change Pay Units
According to the needs of the payee, configure the secret key of Alipay, WeChat or ID card. 

Click the Modify button next to the corresponding payment method, and the corresponding 

key configuration page will pop up.

Configure Alipay Receipt Key Page

According to the obtained parameters, fill in according to the prompts on the left. After 
filling in all the parameters, click to verify the parameters first. The QR code will be 
displayed on the right, and Alipay can be used to pay, indicating that the parameters 
are filled in correctly. Then click Submit Now to save the parameter (if the public key 
and private key generated by the Alipay tool can be imported directly)

Configure WeChat payment page

WeChat and Alipay 
are the same as 
Alipay. According to 
the obtained WeChat 
parameters, fill in 
according to the 
prompt on the left, 
first click to verify the 
parameters, and a 
QR code will appear 
on the right. Scan the 
code with WeChat to 
successfully pay, 
indicating that the 
parameters are 
correct, and then 
click Submit Now to 
save the parameters.

Configure ID payment page

Obtain the 
parameters in the ID 
card background (see 
section 7.4 for the ID 
card background 
introduction), fill in 
the information 
according to the 
prompt on the left, 
and click Submit to 
save.
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6.4.2 Function of Operator List
In addition to the descriptive display content, the operator list also has 4 operable functional 
buttons, which are:
●Delete: delete the secondary operator (please confirm that the device under the operator's 
name has been migrated before deleting, otherwise the
   operators will not be able to be deleted);
●Edit: Edit and modify the relevant information of the operator, such as name, contact 
number, etc.;
●Second-level use of first-level commodities: This function is mainly for vending 
machines, which can be used or not used. If you choose to use it, second-level operators 
will not be able to use the ir own commodity management functions;
●Whether to receive lower-level WeChat push: After paying attention to the binding of 
WeChat official account, information such as equipment shortage and failure will be pushed 
to the mobile phone through WeChat information (see Section 6.7 for details). This function 
is to set whether the first-level operator needs to receive messages pushed by the 
equipment of the second-level operator.
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Edit Payee Page

Carrier List Page

The function keys 
theintroduced in 
6.4.1 are in  red 
box, and the 
operator list is 
below the red box.

6.3.3 To Edit Pay Units
Click the edit button in front of the payee to be modified, and the Edit Payee page pops up, fill in the 
content to be modified, and click Submit to modify the payee information.

6.4 User Management
User management is divided into operator list and user list. The first-level operator list is 
established by Le Company, and customers can establish second-level operators according to 
their own needs. The user list is all users included in the operator.

6.4.1 Operator List
The list of carriers includes the following features:
●Add: add a secondary operator, click the add button, enter the response content in the pop-up 
dialog box and click submit to complete the operator addition;
●Query: query secondary operators;
●Filter column: filter secondary operators, you can filter operator number, operator name, 
description, contact person, and contact number;
●Export: Export the current page operator list, currently does not support IE browser;
●Print: Print the current page operator list.
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6.4.3 User List
The user list is mainly for adding or deleting users under the first- and second-tier operators. 
The different user permissions are different (see section 6.4.4 for details on the distribution of 
permissions). The functions of the user list are as follows:
●Delete: delete the user, the deleted user will not be able to be re-created and used in the 
background;
●Edit: modify user information, the user's mailbox cannot be modified;
●Unbind WeChat: Unbind the WeChat official account of the user, after the release, the user 
account will not be able to receive the relevant device information pushed by the background 
(such as changing the operation and maintenance personnel);
●Configure permissions role: edit and modify the permissions of users. For the permissions 
distribution of the four roles, please refer to Section 6.4.4 below.

：
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User role permission distribution table

User list page

The user list is 
added 
according to the 
needs of the 
operator. If the 
operator has 
more 
equipment and 
a wide area, 
there will be 
more 
corresponding 
users.

　 　 Background adminstrator Operation and Maintenance Equipment operator Equipment replenisher Finance 
Personal center

Chenge password √ √ √ √ √
Log information √ √ √ √ √

Pay unit
Add payee merchant √ Х 　 　 　
Edit payee merchant √ Х Х Х Х

Delete payee merchant √ Х Х Х Х
Configure Alipay account √ Х Х Х Х

View payee merchant √ √ Х Х Х
Configure WeChat account  √ Х Х Х Х

Configure ID card merchant number √ Х Х Х Х
User management

Operator list

Add operator √ Х Х Х Х
View operator list √ √ √ √ Х

Modify operator √ √ Х Х Х
Delete operator Not open Not open Not open Not open Not open

User list

Increase user √ Х Х Х Х
View user list √ √ √ √ Х

Configure permission roles √ Х Х Х Х
Delete user √ Х Х Х Х
Modify user √ √ Х Х Х

Equipment management

My machine

Query device √ √ √ √ Х
Add device Х Х Х Х Х

Modify device model information Х Х Х Х Х
View device address √ √ √ √ Х

Allocate receiving accounts √ Х Х Х Х
Set device nickname √ √ Х Х Х

Tranfer machine √ Х Х Х Х
Device states √ √ √ √ Х

Generate replenishment order √ √ √ Х Х
Disconnection record √ √ √ √ Х

Device address distribution details √ √ √ √ Х
Sales record

Sales success record √ √ √ √ √
Sales failure record √ √ √ √ √

Alipay daily transaction record √ √ √ Х Х
WeChat daily transaction record √ √ √ Х Х

Collection bar daily transaction record √ √ √ Х Х
Sales  statistic

Hourly sales statistics √ Х Х Х Х
Daily sales statistics √ Х Х Х Х

Monthly sale statistics √ Х Х Х Х
Top 10 list of products √ Х Х Х Х
Top 10 list of devices √ Х Х Х Х
Statistics in seven days √ Х Х Х Х

Payment method statistics √ Х Х Х Х
Commodity statistics √ Х Х Х Х

Profit statistics for the day √ Х Х Х Х
Commodity management

Product setting √ √ Х Х Х
Modify product √ √ Х Х Х
Delete product √ √ Х Х Х

Push 

Push management
Push coffe recipes √ √ Х Х Х

Restart the industrial computer √ √ Х Х Х
Push record √ √ Х Х Х

Coffee recipes

Recipe management

View recipes √ √ Х Х Х
Add coffee recipes √ √ Х Х Х

Modify coffee recipes √ √ Х Х Х
Push coffee prices √ √ Х Х Х

粉料管理
Check the powder price √ √ Х Х Х

Add powder √ √ Х Х Х
Delete powder √ √ Х Х Х

Backstage suggestions
Backstage suggestions √ √ √ √ √

6.4.4 Access of User
User roles are divided into 5 types, namely: background administrator (with the authority of the 
collection unit), equipment operation and maintenance personnel, background administrator (without 
the authority of the collection unit), equipment replenishment clerk, and finance (only can view sales 
records) , the detailed permission distribution of the five roles is as follows.
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6.5 Equipment Management
Equipment management is mainly to manage the operating equipment under the operator's 
name and the detailed information of the equipment. It is mainly divided into:
●My machine: The detailed information of the machine, such as model, device ID number, 
payment unit, operating time, operator name, operator number and other display information. 
Function buttons include device address view, machine transfer, configuration of payment 
account number and device alias;
●Equipment status: display of equipment network status, banknote changer status and 
software version number of upper computer/lower computer;
●Equipment distribution: The location distribution of equipment under the operator's name is 
displayed on a two-dimensional map;
●Generate replenishment list: The types and quantities of items sold, and a list of all out-of-
stock types and quantities can be exported. This function is mainly for vending machines, and 
coffee machines do not involve this function;
●Equipment inventory details: The inventory type and quantity of operating equipment can be 
exported to generate a list. This function is mainly for vending machines, and coffee machines 
do not involve this function;
●Disconnection record: You can view the network connection time and disconnection time of 
the device, as well as disconnection time and network connection and disconnection records.

6.5.1 My Equipment
The operable function items in my machine list are divided into 4 items, which are:
●Check: Check the ID operating point of the device, its latitude and longitude on the map, and 
the exact location on the Baidu map (only the devices that are connected to the Internet can be 
viewed, and the devices that are not connected to the Internet in the warehouse cannot obtain 
the address);
●Transfer the machine: transfer the machine to the operator, which can be freely converted 
within the first and second level operators;
●Configure the collection unit: set the selection of the collection unit. For details of the 
addition of the collection unit, please refer to Section 6.3;
●Device alias: Name the device separately, fill in the name in the box, and click the setting 
button on the right side of the input box.
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my machine page

6.6 Management of Electric Lock
This function is divided into electromagnetic lock password modification and unlock record. It is 
necessary to confirm that the device door lock is an electromagnetic lock. If the device door lock is 
a mechanical lock, please ignore this section. Please pay attention to the description of the 
electromagnetic lock of the cabinet door in section 5.4.2. If you need to modify the electromagnetic 
lock password in the background, please do not check the use of the local password in the 
background of the device host computer software. If there is a check, you can only modify the 
electromagnetic lock password locally on the machine.

Prepare electromagnetic lock page
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Sales record page

Device unlock record page

6.7 Sales Record
The operation equipment sales data record query is divided into five parts: sales success records, 
sales failure records, Alipay transaction orders, WeChat transaction orders, and cash-in bar 
transaction records. You can find the corresponding records according to your needs. Lookup can 
be queried and exported based on time, device ID, payment method, etc.

6.8 Sales Statistics
Operational equipment commodity sales data statistics query, you can query hourly sales statistics, 
daily sales statistics, monthly sales statistics, equipment sales statistics, top 10 products, top 10 
equipment, and commodity statistics. Statistics mainly include vending machines selling goods and 
the number of cups of coffee drinks.

Monthly Sales Statistics Page

Note

Relevant data of sales records and sales statistics can be found on demand.

6.9 Bug and Suggestions
The push function supports two functions of remotely restarting the industrial computer of the 
device and pushing coffee recipes. To push coffee recipes, you need to edit the recipes of the 
drinks sold in the coffee recipe module of the platform. For details, see Section 6.10. On the Push 
History page, you can view the push history of all devices under the operator's name.
If users find loopholes and improvement suggestions on equipment and retail platforms, they can 
submit them through the BUG and Suggestion module, so that the company will make 
corresponding changes or feedback after a unified assessment of the suggestions provided by 
users.

push page

Click the push coffee formula 
to push the edited coffee 
formula to the coffee machine, 
which needs to have the push 
function (with Le push).
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