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Machine Appearance
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Installation requirements

Please confirm the safety precautions and conditions again before installation, and install the 
equipment in strict accordance with the following steps:

as the picture shows：

1.Please maker sure all feet land when place the machine；

2.Adjust the feet clockwise and counterclockwise to make sure the machine parallel                                                                             

to the ground according to gradienter.

3.Cut cable tie of the power line and insert it into a special power socket connected with ground cabel.

4.If you need extend the power line, it must operated by electrician(ground cable must be used).

5.Switch on the power supply and turn on the power swch, if there is a buzzer, it is into the working state.

 



How to Open the Door 

 1.After insterting the machine’s key into the lock,turn the key counterclockwise to open the door.                                                                

1 2 3



How to Insert the Simi Card into PC

1.Preparing a Simi card like figure 3 before opening the door.
2.Find out the card slot(figure q)
3.Pull out the card slot and install the simi card.

1 2 3



How to Add Coffee Bean 

1,Push the bean canister 
gate in and lock the bean 
canister exit.

2,Push the bean canister 
forward in the direction of 
the arrow and take out the 
bean box.



1, Upside down the bean canister first, 
and then pull the bean canister exit.
2,Place the prepared funnel into the 
outlet and pour in the coffee beans.
3,Lock the canister exit, and then put 
the bean caanister into the machine 
and pull out the gate, after that, test a 
cup coffee.

How to Add Coffee Bean



Aim you hands at the nozzle. Rotate the nozzle towards 12 
O’clock.

How to Add Instant Powder



How to Add Coffee Bean

Lift the front of the 
canister and make the 
parts in red circle out 
of the machine

Take the canister out. Add the powder in 

Put the canister back Screw the nozzle back 
tiits original position.

S u gge s t i o n s ：A f t e r  a d d i n g  t h e 
powder,note the powder with the label 
to prevent later adding wrong powder.



How to Clean Waste Box

Open the door for waste box

Pull the waste box out

Clean the waste box 
then put it back, finally 

close the door .



How to clean mixing parts

1. Firstly remove the nozzle for the 
convenience of following operation:

2. Insert your finger into the mouth of the 
mixing bowl and pull it up gently.

How to clean mixing parts

After removing the lid of the mixing bowl, lift it slightly, and remove it 
by rotating counterclockwise；  

After removing the lid of the mixing bowl, hold the mixing bowl 
b y  h a n d ,  l i f t  i t  s l i g h t l y ,  a n d  r e m o v e  i t  b y  r o t a t i n g 
counterclockwise

Daily Maintance



Daily Maintance

Remove waste box and baffle of waste box

锁
钩

1.Pull out the waste box.
2.Find the lock hook of the lower baffle securing the waste water box in the upper right corner.
3.Push the lock hook in the direction of , the lower baffle of the waste box  falls off, and the 
lower baffle of the waste box is token out.



How to Remove Brewer

1. Lift the slag blocking box up and pull it 
out, and take out the slag blocking box

2. First, loosen the Teflon tube 
brewing joint at position 4 by 
rotating it counterclockwise as 
shown in the figure, and then pull 
out the silicone tube at 3 positions 
according to the arrow.
3. Loosen the screws at 1 and 2 
counterclockwise as shown in the 
figure
4. Pull out horizontally as shown in 
the figure
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The Inslation of Brewer
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转盘

1. When installing, No. 6 corresponds to No. 8 hole, No. 7 corresponds to No. 10 hole, and No. 11 corresponds to 
No. 12 hole. By rotating the brewing turntable left and right, No. 9 hole corresponds to No. 5 pin
2. After aligning the above holes, push the brewer to the bottom with the horizontal positive pressure, and then turn 
clockwise to tighten the No. 1 and No. 2 shaft caps (the direction of installation and rotation is opposite to the 
direction of dismantling the brewer)
3. Teflon tube connectors at 4 locations and silicone tubes at 3 locations
4. Install the slag blocking sheet, the lower baffle of the waste water box and the waste water box, and test a cup of 
beverage after completion.
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Intruction for Use

Turn on the Machine and Exhaust

   After the preparations are done, insert the power plug into the three-wire grounding socket, turn on the 

power switch on the back of the machine to turn on the machine, and the screen will enter the system 

startup interface. When the machine is turned on for the first time, it must be exhausted. After the machine 

is turned on, there will be a situation in which it is not necessary to exhaust. If the machine is turned on for 

the first time, you need to click here to exhaust the boiler, which is generally discharged to the normal 

position of the water outlet.



Instruction for Use

After all the air has been expelled, the launch page will appear and last about 5 seconds and will be 

ready for use. If it is connected to the internet, there will be a green icon resembling an unlocked 

lock at the top-left corner circled in red. Then the icon of network (Wi-Fi, 4G, 3G, etc.) will be shown 

accordingly at the top-right corner circled in blue.



Instruction for Use

To make a purchase, select the drink you would like, and select the payment you prefer.



Instruction for Use

To Enter the Setting Interface

Machine in standby mode, open the front door of the machine, press and hold for 3 seconds the grey 
mode button on the industrial computer (MDB) until the setting menu appears.



Instruction for Use

The device ID of the host computer is an unique identification number and is also an 
unique number for background operation. To check it, the password is 352356. Please 
contact administrator when need to change the password.

Model serial no



Instruction for Use

Machine Config

The information under this option is not to be changed. If 
there’s a need, please contact the administrator first.
（Password352356）



Instruction for Use

This option is for setting pay method. The default password is 
352356. Please contact the administrator before changing it.

Payment



Instruction for Use

Coffee Test

The test interface shows the condition and the test result of the machine. Frequently used information 

can been seen as to ventilation, cleaning system of grinding components, cleaning system of mixing 

components, test of beverage, temperature of the boiler, current working condition, synchronization of 

parameter. Try not use any functions other than those mentioned above.



Instruction for Use 

Settings for Drink Name, Price and Recipe

Enter the interface of drink name, recipe, price stting, which is for setting the product name, price, recipe 

and the number of selling goods. 

The Number of Drinks:It needs to start at drink 1, and customer can set it by yourself.

Drink Name and Price：The drink name and price can be changed directly. Note that the cash price is at 

least 0.5 yuan or a multiple of 0.5, and Alipay and WeChat are at least 0.01 yuan.



Instruction for Use

Drink Picture Management

Before importing pictures, make pictures according to the requirements and 
put them into the U disk for import.



Instruction for Use

Drink Picture Management

The company has been optimizing the software of this product and will release new 
versions from time to time. Customers can check the version update information here. If a 
new version appears, it is best to update it. If it is not updated, you need to ask the supplier.



Instruction for Use

Errors

When there is a error with the machine, the errors will appear here. Generally, the 
errors will disappear after the machine is restarted. If you want to know the 
specific error, click Restart the device for specific errors.



Instruction for Use

Sales Staistics

The interface provides the function of checking sales total sales, total sales amount and  real-
time transaction status.  The sales data can be cleared. For daily or monthly sales, it can be 
viewed and exported in the background.



Instruction for Use

MDB Test 

Do not use this test.



Instruction for Use

Other Settings

This is the optional function for brocasting advertising



Instruction for Use

Import and Export Information

The interim video during brewing and pictures of screensaver, background and 
products can all be replaced with those imported via USB drive according the related 
instruction.



Installation of SIM Card
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Power off the machine first

1. Remove the antenna and find the SIM slot as 
shown in the picture.

2. Stick into the hole painted in yellow beside the slot 
using a thin object.

3. Pull out the SIM tray.

4. Place a SIM card into the tray.

5. Insert the tray into the industrial computer, install 
the antenna and power on the computer.

How to Connect to the Internet



Wi-Fi Connection

1
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1. As the machine is in motion, push the mode button.

2. Exit the settings page.

3. Now the screen shows the system interface. Click the settings 
button.

4. In wireless network section, switch on Wi-Fi. The computer is 
searching for Wi-Fi nearby, click and join a Wi-Fi available.

Notes: the account and password of the Wi-Fi to be joined should 
be known first.

2

To Connect to the Internet



Recipes

LE307A Recipes

Coffee Bean        Feed Channel 1 foam milk        Feed Channel 2 cocoa powder   Feed Channel 3: Sugar      

1 　 water volume(ml) Powder time (s) powder 
quantity (g)

Cappuccino

Step 1:Grind beans 20 　 　
Step 2:Feed Channel 2（Milk） 100 4S 　

Step3：Grind beans 20 　 　
Sugar 　 　 　

　 　 　
　

2 　 water volume(ml) powder time (s) powder 
quantity (g)

          Latte

Step 1:Grind beans 20 　 　
Step 2:Grind beans 20 　 　

Step 3:Feed chanel(milk) 100 4s 　
Sugar 　 　 　

　 　 　 　
　

3 　 water volume(ml) powder time (s) powder 
quantity (g)

   Chocolate Latte 

Step 1:Grind beans 20 　 　
Step 2:Feed chanel(milk) 50 3.5s 　

Step 3:Grind beans 20 　 　
Step 4:Feed Channel 2 cocoa 

powder 60 2.55s 　

Sugar 　 　 　
　



Recipes

4 　 water volume(ml) Powder time (s) powder 
quantity (g)

      American Coffee 

Step 1:Grind bean 90 　 　

Step 2:Grind bean 90 　 　

　 　 　

　

5 　 water volume(ml) Powder time (s) powder 
quantity (g)

          Pure Milk
Step1:Feed channel 

（milk） 165 5s 　

　 　 　 　

　

6 　 water volume(ml) Powder time (s) powder 
quantity (g)

         Hot Cocoa
Step 1:Feed channel 

2(cocoa) 165 4s 　

　 　 　 　

　

7 　 water volume(ml) Powder time (s) powder 
quantity (g)

   Hot Chocolate Milk

Step 1:Feed channel 
2(cocoa) 90 2.5s 　

Step 2:Feed channel 2：
（milk） 90 1.5s 　

　 　 　



Recipes
8 　 water volume(ml) Powder time (s) powder quantity (g)

Moca

Step 1:Grind bean 20 　 　
Step 2:Feed channel 2:(cocoa) 60 2.5s 　

Step 3:Grind bean 20 　 　
Step 4:Feed channel 1(milk) 60 2s 　

　 　 　 　
　

9 　 water volume(ml) Powder time (s) powder quantity (g)

Itlian coffee 

Step 1:Grind bean 45 　 　
　 　 　 　
　 　 　

　 　 　 　
　

10 　 water volume(ml) Powder time (s) powder quantity (g)

double espresso

Step 1:Grind bean 45 　 　
Step 2:Grind bean 45 　 　

　 　 　
　 　 　 　

　
11 　 water volume(ml) Powder time (s) powder quantity (g)

Latte Macchiato

Step 1:Grind bean 45 　 　
Step 2:Feed channel 1(milk) 100 4s 　

　 　 　
　 　 　 　

　

12 　 water volume(ml) Powder time (s) powder quantity (g)

Moca Cocoa

Step 1:Grind bean 20 　 　
Step 2:Feed channel 2(cocoa) 90 1.5s 　

Step 3:Grind bean 20 　 　
Step 4:Feed channel 1(milk) 30 1s 　

　
13 　 water volume(ml) Powder time (s) powder quantity (g)

                 Chocolate

Step 1:Grind bean 20 　 　
Step 2: Feed channel 2(cocoa) 60 2.5s 　

Step 3:Grind bean 20 　 　
Step 4:Feed channel 1(milk) 50 3.5s 　

Sugar 　 　 　



Instruction of Background Operation

http://ylvm.levending.net/ylvm/login.jsp;jsessionid=0F07D10F775D18C267990BC4AB8F8888

1. Homepage of Background Operation:
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Instruction of Background Operation

2.Personal Center 



Instruction of Background Operation



Instruction of Background Operation

3.Payment Setting



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



4.User Management

Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation



Instruction of Background Operation


